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1. SEE STD DWG AT 9 FOR CABINET DISCONNECT AND TRANSFORMER DETAIL.
2. FIELD VERIFY CONDUIT LAYOUT IN FOUNDATION TO AVOID CONFLICT

WITH CABINET.
3. SEE STD DWG AT 7 FOR TYPICAL ATMS JUNCTION BOX

INSTALLATION.

////—7VENTED DOOR

CONCRETE
CLASS
AACAE)

"

@

CONDUITS AS SIZED
NUMBERED. AND Aﬁ\\\\~$i
ORIENTED ON PLAN e

SHEETS

TYPE TI-PC
JUNCTION BOX

8'x 54" COPPER COATED

STEEL GROUND RGD

CONNECT TO DISCONNECT

AND SUPPLY GROUND

60"

CABINET\\\\\\\\\\

CABINET ANCHOR
BOLT (TYP.) N

l7;" PREFORMED
EXPANSION
JOINT FILLER

(l
Ll‘\
1
K
i
1N

&
N

16" 45"
CONCRETE
\\\\\ CLASS AA(AE) CONCRETE
~ﬁl 4&7 5 CLASS AACAE)
i ]
=z
=
l,,” PREFORMED N
EXPANSION N
JOINT FILLER &
R
8" I
o
M
1

T oared)
#6 BARE

COPPER
GROUND
WIRE

24" RADIUS FACTORY
CONDUIT SWEEP

FOR ALL CONDUIT
ENTERING CABINET

/A ATMS CABINET

AT 8

SIDE ELEVATION

2" CONDUIT FROM

#6 BARE SUPPLEMENTAL
COPPER DISCONNECT
GROUND

WIRE TYPE I-PC

JUNCTION BOX

8’ x 54" COPPER COATED
STEEL GROUND RQOD
CONNECT TO DISCONNECT
AND SUPPLY GROUND

|[SUPPLEMENTAL DRAWING|

REVISIONS

ENTIRE DRAWING REVISED. TITLE CHANGED.
ADDED NOTE 2 AND 3. CHANGED PLAN VIEW. MODIFIED

SIDE ELEVATION DETAIL.
ADDED MISSING JUNCTION BOX DETAIL.
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